
DoP-NR.: G09/0134AB

1.

2. Batch-Number: See Batch-Stamp on outer package

3. Fastener for timber construction

4. Joh. Friedrich Behrens AG

5. -

6. System of assessment and verification: 2+ -Type-Testing, factory production control and testing with

7. -

8. ETA-Danmark A/S, Kollegievej 6, 2920 Charlottenlund, Denmark: ETA-09/0134

the conformity of the factory production control and issued the certificate

9. Declared performance

Essential characteristics

Characteristic yield point Rp0,2

10.

Signed for and on behalf of the manufacturer by:

Tobias Fischer-Zernin (President)

Ahrensburg, 19th June 2013

The performance of the product identified in points 1 and 2 is in conformity with the 

declared performance in point 9.

Article: Angle brackets Type4 70; Type 90; Type 105 with and without rib

0769 - KIT, Karlsruhe, Germany certified

250 N/mm² EN 10346:2009

Performance

This declaration of performance is issued under the sole responsibility of the 

manufacturer identified in point 4.

Corrosion protection
galvanized class 

1+2

EN1995-1-1:

2004+A1:2008

ETAG 015
ETA-09/0134

load capacity, stability
Annex B

22926 Ahrensburg, Germany

Declaration of Performance

Bogenstraße 43-45

Harmonised

 tech. spezification

0769-CPD-6081

 prescribed test plan by manufacturer

-initial and continiuouse inspection of factory production control by 

notified body 


